
Title:

Date:
JULY 1996

Page:

MODEL 334C CABINET, INPUT FILE NO. 3

DETAIL - LOWER PART

8 - 7 - 9

ALL TERMINALS TO BE LABELED USING MANUFACTURER

RECOMMENDED PLASTIC LABELS AS SHOWN ABOVE.

1-1D1

21-1E

TB2

A B

1-1D

1-1E

1.  Provide and install a 73 position TB2 terminal
    block.  TB2 shall be a USK 10 Open Construction
    Phoenix Contact Terminal Blocks (or equal)
    mounted on DIN Railing (supported every 6
    inches) with position function label tabs and
    positions commoned and end locks.
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NOTES:

LABELING ON PANEL AND TERMINAL BLOCK.
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1-1E
EQ GND

1-1J
1-1K
1-2D
1-2E

EQ GND
1-2J
1-2K
1-3D

EQ GND
1-3J
1-3K
1-4D

EQ GND
1-4J
1-4K
1-5D

EQ GND
1-5J
1-5K
1-6D

EQ GND
1-6J
1-6K
1-7D

EQ GND
1-7J
1-7K
1-8D

EQ GND
1-8J
1-8K
1-9D

EQ GND
1-9J
1-9K
1-10D

EQ GND
1-10J
1-10K
1-11D

EQ GND
1-11J
1-11K
1-12D

EQ GND
1-12J
1-12K
1-13D

1-3E

1-4E

1-5E

1-6E

1-7E

1-8E

1-9E

1-10E

1-11E

1-12E

1-13E
EQ GND

1-13J
1-13K
1-14D
1-14E

EQ GND
1-14J
1-14K
SPARE
SPARE

EQ GND

TB2A B 15.00"
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Specified Input
File I Terminals.

Panel Continuous
or Two Sections
(upper and lower)
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Back
Rail
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